











@ Media Rotary Joints

1-channel media rotary joint for MIA 1 and MIA 2 series

Pressurized air max. 10 bar
Pressure oil/water' max. 70 bar
Temperature max. 70 °C

Dimensions

1-channel media rotary joint

M odular I ndustrial Application
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MIA 1

Ya" NPT

41.2 mm

69.5 mm

MIA 2

15" NPT

57.1 mm

955 mm

Note: Use of a media rotary joint increases the torque of the overall system.
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©® Media Rotary Joints

Multi-channel media rotary joint

Pressurized air max. 10 bar
Pressure oil/water' max. 200 bar
Temperature max. 70 °C

Modular Industrial Application 16

Dimensions
2-channel media rotary joint

G oD L A B
MIAT/MIAZ W . 125mm | 170mm | 48mm | 28mm |
MIAT/MIA2 | 1y . 160mm | 198mm | 53mm | 32mm |

Dimensions
4-channel media rotary joint
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MIA 1/ MIA 2 Ya" 125 mm 240 mm 48 mm 28 mm
MIA 1/ MIA 2 5" 168 mm 267 mm 61 mm 32 mm

' Additional media on request
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SOI I le things run quietly in the background. But without them our

world would be different. They work inconspicuously and dependably, and are in-
dispensable for many demanding applications and products. They help ensure the
correct diagnosis, assist in healing and help save lives.

Our slip rings are developed and built one at a time for each unique applicati-
on. State-of-the-art engineering from Germany you can rely on.



. The areas of use are numerous and wide ranging and no two applications are
exactly the same. Each application has its own highly specialized requirements.

Tell us your requirements.”

Questions about MIA or curious for more detailed information?
Just call our team of experts on: + 49 8141 403 133

www.schleifring.de
https://mia-configurator.schleifring.de



Schleifring und Apparatebau GmbH

Am Hardtanger 10
82256 Fustenfeldbruck
Germany

Phone + 498141 403 0
Fax  + 498141403 45
sales@schleifring.de

Schleifring Systems Ltd.

Abex Road

Newbury Berks, RG14 bEY
Great Britain

Phone + 44 1635 36363
Fax + 44 1635 38334
sales@schleifring.co.uk

Schleifring North America, LLC.

222 Mill Road

01824 Chelmsford

USA

Phone +1 978 677 2500
Fax  +1978 677 2440
sales@schleifringna.com

Schleifring Transmission Technology
(Tianjin) Co., Ltd.

Wugqing district

Tianjin City 301799

P.R. China

Phone: +86 22 22978700

Fax: +86 22 22978701
sales@schleifringchina.cn

www.schleifring.de
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